20050814.ba v03_n832.bam.20050814 


>From ???@??? Sun Aug 14 17:46:50 2005 -0500 
Date: Sun, 14 Aug 2005 17:46:18 CDT 
From: Old Tube Radios <boatanchors@theporch. com> 


To: 


Old Tube Radios <boatanchors@theporch.com> 


Subject: BOATANCHORS digest 3832 
Message-Id: <20050814224619.81F6A4079B@srv1r1.theporch. com> 


BOATANCHORS Digest 3832 


Topics covered in this issue include: 


1) 
2) 
3) 
4) 
5) 
6) 
7) 
8) 
9) 
10) 
11) 
12) 
13) 
14) 
15) 
16) 
17) 


18) 


Collins 75S-1 For Sale 

by "Gary Franklin" <franklin6209@chartermi.net> 
Re: Looking for data on E. F. Johnson variable capacitor 
by "dmartin" <dmartin@visuallink.com> 

ML GDO 

by "Herbert M. Rosenthal" <herbrose@comcast.net> 
Re: ML GDO 

by Richard Post <postr@ohiou.edu> 

Hickok 539C tube tester problem 

by "John Gibson" <gibsonj@mindspring.com> 

RE: ML GDO 

by "Don Reaves W50R" <w5or@comcast.net> 

Re: ML GDO 

by "Herbert M. Rosenthal" <herbrose@comcast.net> 
ML 59 GDO... 

by "Herbert M. Rosenthal" <herbrose@comcast.net> 
NC109, NC300 Help Needed in St. Louis Area 

by "James C. Garland" <4cx250b@muohio.edu> 
ADMINISTRIVIA: Fancy HTML in Posts 

by listown@nanniandjack.com (Mail List Owner) 
Re: Hickok 539C tube tester problem 

by Edward Knobloch <k4pf@juno.com> 

Re: Hickok 539C tube tester problem 

by Tom Bowman <wa3rey@comcast.net> 

Re: Toubleshooting electronics by word of mouth 
by WALKBQ@aol.com 

What have I bought??? 

by "Jose V. Gavila" <eb5agv@ctv.es> 

RE: What have I bought??? 

by "WF2U" <wf2u@starband.net> 

RE: What have I bought??? 

by "Bill Hawkins" <bill@iaxs.net> 

RE: What have I bought??? 

by "hbreuer@debitel.net" <hbreuer@debitel.net> 
Need please" TV-7 Settings for a Drake Tube 


by "wb6orz" <wb6orz@pacbell.net> 


Message-ID: <000b01c59d4a$86f£82c0$6501a8c0@S0026042656> 
From: "Gary Franklin" <franklin6209@chartermi.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Collins 75S-1 For Sale 
Date: Tue, 9 Aug 2005 21:26:18 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

format=flowed; 

charset="iso0-8859-1"; 

reply-type=original 
Content-Transfer-Encoding: 7bit 


I have a nice 75S-1 for sale. Works well on all bands. Calibrated and 
aligned. Cabinet and front panel in nice condition. Original paint with 
usual wear. No dents, dings or unauthorized holes. All knobs original and 
comes with feet. Serial number is too faint to read. I can supply pictures. 
Asking $300 you pay shipping. 


Gary K8BKB 


From: "“dmartin" <dmartin@visuallink. com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Looking for data on E. F. Johnson variable capacitor 
Date: Thu, 11 Aug 2005 09:15:54 -0400 
Message-Id: <20050811130341.M9979@webmail.visuallink.com> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset=iso-8859-1 


Joe: 
Check the Cardwell website at http://www.cardwellcondenser.com 


There are links to many of the EFJ series of capacitors and inductors, including 
your 
167-series. 


Some folks do not realize that many of the EFJ variable caps and even the 229- 
series 

of roller inductors so popular in tuner construction are still available new 
today, 

though at a $$ premium. Been quite some time since I talked with the Cardwell 
folks 

but when we last corresponded most of the EFJ stuff you see listed on their 


website 
was available, if one wanted to pay the price! 


13% 


Dan 
WB4GRA 


Open WebMail Project (http://openwebmail.org) 


sicker Original Message ----------- 

From: "Joe Watson" <wwatson5@cox.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Sent: Mon, 1 Aug 2005 22:16:01 -0500 

Subject: Looking for data on E. F. Johnson variable capacitor 


> I have several N.O.S. E. F. Johnson 167-427 air variable capacitors. Does 

> someone out there have some data for these? I would like to know the min/max 
> capacitance and voltage rating for these. They are very nice and shiny and in 
> their original boxes. I plan to offer them to you guys, but would like to be 
> able to say what the specs are. 

> 

> Thanks. 

> 

> Joe 

> W5WBR 


Message-ID: <42FB613A.2070607@comcast.net> 

Date: Thu, 11 Aug 2005 08:31:22 -0600 

From: "Herbert M. Rosenthal" <herbrose@comcast.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ML GDO 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


A few months ago I sent a ML head to someone for parts and I sent a set 
of coils to another person. 


I wonder whether they got tossed on the pile, or have been put into use, 
and I've changed computers and lost their email, so please surprise me 


with what you've done with what I sent. 


Herb W5AN 


Mime-Version: 1.0 

Message-Id: <p05210600b£215ae41288@[192.168.1.101]> 

Date: Thu, 11 Aug 2005 18:12:29 -0400 

To: Old Tube Radios <boatanchors@theporch. com> 

From: Richard Post <postr@ohiou.edu> 

Subject: Re: ML GDO 

Cc: Old Tube Radios <boatanchors@theporch. com> 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


Hi Herb, 


Sorry you lost the e-mails. I assume you meant the coils for the 
Measurements 59 that you sent my way. The coils have definitely been 
put to good use. Info on the complete Measurements 59 is at URL 
below. 


<http://oak.cats.ohiou.edu/~postr/bapix/Dip_59.htm> 


I still use the frequency counter in conjunction with the proper 
coils because of the greater precision (as you recommended because of 
the mismatched serial numbers). I found that the 59 definitely shines 
with the original coils especially in the upper ranges. 


Many thanks again. 


13; 
Rich KB8TAD 


At 8:31 AM -0600 8/11/05, Herbert M. Rosenthal wrote: 

> I sent a set of coils to another person. 

> 

>I wonder whether they got tossed on the pile, or have been put into use, 


Date: Thu, 11 Aug 2005 17:41:38 -0700 

Subject: Hickok 539C tube tester problem 

From: "John Gibson" <gibsonj@mindspring.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Mime-version: 1.0 

Content-type: text/plain; charset="US-ASCII" 
Content-transfer-encoding: 7bit 

Message-Id: <ELE3NcV-00015G-00@pop03.mail.atl.earthlink.net> 


I took my Hickok 539C tube tester out of storage and when I tried to use 


it, I found that the mutual conductance meter was at full scale over. 
Suspecting that the storage area might be a little dampish, I removed the 
inards and left them in full sun on a warm low humidity day. 

That did the trick. The tester works normally now and the question is how 
to avoid an occurrence of the problem aside from not storing in a damp area. 
The root problem I suspect is leakage across the bases of the many tube 
sockets. Can I spray the sockets with something like the silicone spray used 
to dry out auto ignition or WD40 or leave well enough alone but dry. 

John. 


From: "Don Reaves W50R" <w5or@comcast.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: ML GDO 
Date: Fri, 12 Aug 2005 00:35:51 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 
Message-Id: <20050812054306.A630D40566@srv1r1.theporch. com> 


My Collins Radio sourced Model 59 failed mechanically. One of the silver 
plated coil socket plugs (female part embedded in ceramic base) separated 
from the base. It just followed a coil out of the socket one day when I was 
dipping a magnetic loop antenna. It appears the metal (looks like 
unsolderable pot metal) piece just fractured. Perhaps the Collins lab rats 
just wore this thing out, although conditon of the unit looks like only 
light use. Maybe it's a common problem with these units? 


Here's a picture of the broken pin sitting atop the head: 
http: //www.militaryradio.com/Images/GDO/Model159Head. jpg 


And the front meter, just for grins: 
http: //www.militaryradio.com/Images/GDO/Model159Front. jpg 


Here's hoping someone has a tip, a £1x, or encouragement to perform surgery! 
Nice pics and pages on your site, Rich. 


Don W50R 


Message-ID: <42FCAE53.7080706@comcast.net> 

Date: Fri, 12 Aug 2005 08:12:35 -0600 

From: "Herbert M. Rosenthal" <herbrose@comcast.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Re: ML GDO 
Content-Type: multipart/alternative; 
boundary="------------ 010405020700010807080902" 


This is a multi-part message in MIME format. 

eee 010405020700010807080902 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Don, 


Ask Rich for the info I gave him on head surgery for the 59. You must be 
VERY careful in the disassembly and also know that the sockets are an 
integral part of each of 2 stator sections of the variable cap, which 
uses glass or ceramic balls as insulators. 


I don't know how you can solder the socket back on without changing the 
Capacitor spacing, etc., and you must know the socket-to socket spacing 
must be quite exact. If not, inserting a coil will warp the capacitor, 
maybe even short the rotors to stators (spacing is very close).!!! 
Whatever you do, do not disassemble the capacitor, for you will NEVER 
get it back together with the rotors centered within the stator-been 
there, done that, as they say. I have a nephew who is an experienced 
dental surgeon, and he screwed up his 59 head repair, so there's little 
hope for us mortal souls. 


Having said all that, you have little to lose by trying. I'd try a 
pinpoint torch and not an iron, to transfer the heat quickly, with some 
sort of jig with exact coil pin spacing to hold the loose socket in 
correct position and I'd use silver-bearing solder for strength; 
perhaps have a jeweler do it for you after you have disassembled the 
head so you can get to the surface to solder. 

Be careful in and around the 955 acorn socket and tube. 


Good luck, and let me know how/what you do. 


Herb W5AN 


Don Reaves W50R wrote: 


>My Model 59 failed mechanically. <snip> <snip> 


PR SPeseessec 010405020700010807080902 
Content-Type: text/plain; charset=us-ascii 


Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KKK KK KK KK KKK KKK KK KKK KKK 


* 
* 
* 
* 


+t + + HF 


Far eRerssepes 010405020700010807080902- - 


Message-ID: <42FCBD4B.90005@comcast.net> 

Date: Fri, 12 Aug 2005 09:16:27 -0600 

From: "Herbert M. Rosenthal" <herbrose@comcast.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ML 59 GDO... 

Content-Type: text/plain; charset=IS0O-8859-1; format=flowed 
Content-Transfer-Encoding: 7bit 


Excerpted from direct correspondence, in hopes that someone, someday, 
somewhere will have to do a number on a ML 59, the best GDO, ever! Most 
of the time. 


You must be very careful in the head disassembly and also know that the 
sockets are an integral part of each of 2 stator sections of the 
variable cap, which uses glass or ceramic balls as insulators. 


I don't know for sure how you can solder the errant socket back on 
without changing the capacitor spacing, etc., and you must know the 
socket-to socket spacing must be quite exact. If not, inserting a coil 
will warp the capacitor, maybe even short the rotors to stators (spacing 
is very close).!!! Whatever you do, do not disassemble the capacitor, 
for you will never get it back together with the rotors exactly 
centered within the stators-been there, done that, as they say. I have a 
nephew who is an experienced dental surgeon with a delicate touch, and 
he screwed up his ML 59 head repair, so there's little hope for we 
mortal souls. 


Having said all that, you have little to lose by trying. I'd try a 
pinpoint torch and not an iron, to transfer the heat quickly, with some 
sort of jig with exact coil pin spacing to hold the loose socket in 
correct position and I'd use silver-bearing solder for strength; 
perhaps have a jeweler do it for you after you have disassembled the 
head so you can get to the surface to solder. They have the tools and 


the touch. 


Be careful in and around the 955 acorn socket and tube, for just pushing 
on the tube glass will probably warp a socket pin or crack the ceramic 
socket. I have successfully removed the 955 by prying one pin at a time, 
and when replacing the tube, bucking the socket under the pin and 
pushing on the 955 lead with a small screw driver, and not the glass. 


Lastly: one tends to rock, or walk the coils onto an off of the head, 
and this rocking motion is what I believe caused your problem of a 
socket coming off. I suggest a straight insertion and removal to prevent 
the lateral motion. 


Herb W5AN 


Don Reaves W50R wrote: 


>My Model 59 failed mechanically. <snip> <snip> ... 


Message-Id: <6.0.1.1.2.20050813080212 .01ce47f£0@admin.muohio.edu> 
Date: Sat, 13 Aug 2005 08:09:02 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "James C. Garland" <4cx250b@muohio.edu> 

Subject: NC109, NC300 Help Needed in St. Louis Area 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Gang, 

I received an email from Stuart WBOLIQ, who lives in St. Louis and recently 
bought a supposedly working National NC109. When he got it home he found 
that the "tubes don't light up." He also has a working NC-300 with low 
sensitivity. He's looking for someone in his area who could help him out. I 
suggested he check the fuse, power cord, and reseat the tubes in the NC109. 
He probably has a bad tube. In any case, he's not very experienced at 
fixing radios, so I know he's appreciate it if there's somebody in the St. 
L. region who could lend a hand. His email address is: 
stuartfreeman@charter.net 


Tnx, 


Jim W8ZR 


From: listown@nanniandjack.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Fancy HTML in Posts 

Date: Sat, 13 Aug 2005 11:15:00 -0700 (PDT) 

Message-Id: <20050813181500 .F064512428@0sr506.nanniandjack. com> 


Gang- 


Please accept this periodic posting as it is intended: 
A suggestion that will help everyone on the list... 


Many many of the members of the list read through text-based mailers on 
systems of other than WIntel origins... this is particularly true for 
those members who are "off-shore" where the technology is too expensive 
to justify. Just keep in mind that NOT everyone reads the list postings 
with the very latest windowed technology. 


PLEASE avoid the use of HTML and "quoted printable" in your email. If 
you don't know what this means, then PLEASE get help and set your mailer 
up so that you send your posts to the list in "PLAIN TEXT" only, with NO 
fancy HTML.... generally, avoid fancy fonts and colors, which will force 
your mailer to use the fancy stuff, and creates the problem. 


The problem is serious enough that we have taken steps to protect the 
list... we have created a filter that detects anything sent to the list 
that is not plain text, and deletes the rest of the message from the place 
where the non-text is detected. 


You may have seen "FORBIDDEN FORMAT" in a post to the list, and wondered 


what happened... it is the phrase we insert to let the poster know that 
the post contained a binary, an attachment, HTML, a "vcard" or some other 
format that presents a problem to the List Processor... it enforces 


consideration of your fellow BoatAnchors members. 
PLEASE use only plain text. 


PLEASE Get help with setting your mailer to not send the 
fancy HTML and quoted printable. 


PLEASE be considerate of the list resources and your fellow members. 


Thanks for your attention 


73 
Jack, WA4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Sat Aug 13 11:15:00 PDT 2005 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Sat, 13 Aug 2005 23:03:44 -0400 

Subject: Re: Hickok 539C tube tester problem 
Message-ID: <20050813.230345.3208.6.k4p£@juno. com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: Edward Knobloch <k4pf@juno.com> 


Hi, 


I would not put any spray on the sockets or switches 
of a tube tester. Maybe a distilled water wash 
and a long dry-out are called for, if it is very dirty. 


I remember seeing a beautiful TV-7 repair write-up by a fellow named 
"Dieter", 

to the extent of his putting a torch on the hermetically sealed meter to 
open 

and repair it. 

He talked about other tube testers being ruined by the application 

of electronic cleaner spray. 


73, 
Ed Knobloch 


On Thu, 11 Aug 2005 "John Gibson" <gibsonj@mindspring.com> writes: 
I took my Hickok 539C tube tester out of storage and when I tried 
to use 
it, I found that the mutual conductance meter was at full scale 
over. 
Suspecting that the storage area might be a little dampish, I 
removed the 
inards and left them in full sun on a warm low humidity day. 
That did the trick. The tester works normally now and the 
question is how 
to avoid an occurrence of the problem aside from not storing ina 
damp area. 
The root problem I suspect is leakage across the bases of the 
many tube 
sockets. Can I spray the sockets with something like the silicone 
spray used 
to dry out auto ignition or WD40 or leave well enough alone but 


VV VV VV VV VV VV VV VV 


Message-ID: <42FF115C.3010302@comcast.net> 

Date: Sun, 14 Aug 2005 05:39:40 -0400 

From: Tom Bowman <wa3rey@comcast.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Hickok 539C tube tester problem 

Content-Type: text/plain; charset=ISO-8859-1; format=flowed 
Content-Transfer-Encoding: 7bit 


The TV-7 repair in German can be translated at Google. 
The article is really neat: 


http://www. jogis-roehrenbude.de/Roehren-Geschichtliches/Roe-Pruefer/x*TV-7x- 
Restauration/«TV-7x-Restauration.htm 


Tom, WA3REY 
Edward Knobloch wrote: 


>I remember seeing a beautiful TV-7 repair write-up by a fellow named 
>"Dieter", 

>to the extent of his putting a torch on the hermetically sealed meter to 
>open 

>and repair it. 

>He talked about other tube testers being ruined by the application 

>of electronic cleaner spray. 

> 

>73, 

>Ed Knobloch 


VV VV VV MV 


From: WALKBQ@aol.com 

Message-ID: <200.7cObd4e.3030ae90@aol . com> 

Date: Sun, 14 Aug 2005 10:26:24 EDT 

Subject: Re: Toubleshooting electronics by word of mouth 


To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----------------- rrr r errr nnn e 1124029584" 


Rte. terete octets oer os 1124029584 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Off topic but accurate reply: 


Isn't intentional dumbing down of the intermediate levels really at the heart 

of the matter? Isn't this why a global economy and outsourcing to the Pacific 
Rim an immediate concern among many who still work technical jobs in this 
country? I would suggest that possibly Alan Greenspan is the problem. Anyone who 
can tighten or loosen the money supply and intentionally cause business cycles 
which causes business to react to those cycles has his hand in your pocket 

and controls your future. Fractional reserve banking is at the root of the 
problem because our money is not backed by anything of value anymore and is simply 
paper with pictures on it. The ability of the government to tax it's citizens 

is what gives it the perception of value now. If you and I both believe by 
having confidence in the money system that a note with a picture is worth $20 
then we can arrange to trade. Remember all money is created at the stroke of a 
pen by the Federal Reserve Bank which is really a privately held bank with an 
official sounding name. The Federal Reserve bank simply writes a check to it's 
member banks which then lends it out to you and I or the Federal Government. 
$500 toilet seats anyone? Your tax dollars at work. 


Regards, Greg 


ie Gos Ge ee ee 1124029584 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KR KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KK KR KK KK KK KK KK KK KKK KKK KK 


+ + FF FF FH OF 
+ + + FF FF OF 


ee ee 1124029584- - 


Message-Id: <5.2.0.9.0.20050814184606.03£15910@pop.ctv.es> 


Date: Sun, 14 Aug 2005 18:46:43 +0200 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Jose V. Gavila" <eb5agv@ctv.es> 

Subject: What have I bought??? 

Mime-Version: 1.0 

Content-Type: text/plain; charset=us-ascii; format=flowed; x-avg-checked=avg- 
ok-61A25175 


Hello my friends, 
I have just bought this item: 
http: //cgi.ebay.com/ws/eBayISAPI.d11?ViewItem&Item=5796662062 


What have I bought???. It looked interesting, due to the CRT, speaker(?), 
meters, dial scales, size (it should have tubes inside ;-) !) and 
relatively low price... but does anybody have a guess of what is it?. It 
seems as a kind of frequency measurement system to me. Any clue? 


Thanks!!! 


73 EB5AGV / ECSAAU - JOSE V. GAVILA 
La Canyada - Valencia (SPAIN) - Loc: IM99SM 


Vintage Radio: http://jvgavila.com 
Vintage Test Equipment: http://jvgavila.com/testeq.htm 
European Boatanchors List: http://groups.yahoo.com/group/euro_ba_swap 


From: "WF2U" <wf2u@starband.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: What have I bought??? 
Date: Sun, 14 Aug 2005 13:28:17 -0400 
Message-ID: <NABBLNEJDDKECLKHCAAPKEHMKPAA.wf2u@starband.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Jose, 


I looked at the item - it says: "Frequenzhubmesser" - it means Frequency 
Deviation Meter... 


73, Meir WF2U 
Landrum, SC, USA 


VVVV VV VV VV VV VV VV VV VV WV 


Vv 


VV VV VV VV 


Siriaas Original Message----- 

From: owner-boatanchors@theporch.com 
[mailto:owner-boatanchors@theporch.com]On Behalf Of Jose V. Gavila 
Sent: Sunday, August 14, 2005 12:47 PM 

To: Old Tube Radios 

Subject: What have I bought??? 


Hello my friends, 

I have just bought this item: 

http: //cgi.ebay.com/ws/eBayISAPI.d11?ViewItem&Item=5796662062 

What have I bought???. It looked interesting, due to the CRT, speaker(?), 
meters, dial scales, size (it should have tubes inside ;-) !) and 
relatively low price... but does anybody have a guess of what is it?. It 
seems as a kind of frequency measurement system to me. Any clue? 
Thanks!!! 


73 EB5AGV / ECSAAU - JOSE V. GAVILA 
La Canyada - Valencia (SPAIN) - Loc: IM99SM 


Vintage Radio: http://jvgavila.com 


Vintage Test Equipment: http://jvgavila.com/testeq.htm 
European Boatanchors List: http://groups.yahoo.com/group/euro_ba_swap 


From: "Bill Hawkins" <bill@iaxs.net> 


To: 


Old Tube Radios <boatanchors@theporch. com> 


Subject: RE: What have I bought??? 

Date: Sun, 14 Aug 2005 14:18:24 -0500 

Message-ID: <007901c5a104$£0cc7740$0500a8cO@darius.domain.actdsltmp> 
MIME-Version: 1.0 

Content-Type: text/plain; 


charset="iso-8859-1" 


Content-Transfer-Encoding: 7bit 


How about an FM receiver for the FM and TV bands, with a 
scope to show deviation? 


Bill Hawkins 


Ah, to be young and have unlimited space again... 


I looked at the item - it says: "Frequenzhubmesser" - it means Frequency 
Deviation Meter... 


73, Meir WF2U 
Landrum, SC, USA 


DS seeee Original Message----- 
> From: Jose V. Gavila 


> What have I bought???. 


Message-ID: <380-220058014205140638@M2W058 .mail2web.com> 
From: "hbreuer@debitel.net" <hbreuer@debitel.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: What have I bought??? 

Date: Sun, 14 Aug 2005 16:51:40 -0400 

MIME-Version: 1.0 

Content-type: text/plain; charset=iso-8859-1 
Content-Transfer-Encoding: quoted-printable 


Hello Jose, 


as Meir said it is a frequency deviation meter=2E A test unit to check FM 
transmitting gear=2E At least you can test your 2m and 7OQcm rigs with it=2E= 


Nice unit anyhow=2E 


73 
Heinz DH2FA, KM5VT 


Original Message: 


From: WF2U wf£2u@starband=2Enet 

Date: Sun, 14 Aug 2005 13:28:17 -0400 
To: boatanchors@theporch=2Ecom 

Subject: RE: What have I bought=3F=3F=3F 


Jose, 


I looked at the item - it says: "Frequenzhubmesser" - it means Frequency 


Deviation Meter=2E=2E=2E 


73, Meir WF2U 
Landrum, SC, USA 


Roepe ss Original Message----- 

From: owner-boatanchors@theporch=2Ecom 
[mailto:owner-boatanchors@theporch=2Ecom]On Behalf Of Jose V=2E Gavila 
Sent: Sunday, August 14, 2005 12:47 PM 

To: Old Tube Radios 

Subject: What have I bought=3F=3F=3F 


Hello my friends, 
I have just bought this item: 


http: //cgi=2Eebay=2Ecom/ws/eBayISAPI=2Ed11=3FViewItem&1 tem=3D5796662062 


VV VV VV VV VV VV VV 


What have I bought=3F=3F=3F=2E It looked interesting, due to the CRT, sp= 
eaker(=3F), 

> meters, dial scales, size (it should have tubes inside ;-) !) and 

> relatively low price=2E=2E=2E but does anybody have a guess of what is i= 
t=3F=2E It 

> seems as a kind of frequency measurement system to me=2E Any clue=3F 


Thanks!!! 


VVV WV 


Vv 


73 EB5AGV / ECS5AAU - JOSE V=2E GAVILA 
La Canyada - Valencia (SPAIN) - Loc: IM99SM 


Vintage Radio: http://jvgavila=2Ecom 

Vintage Test Equipment: http://jvgavila=2Ecom/testeq=2Ehtm 

European Boatanchors List: http://groups=2Eyahoo=2Ecom/group/euro=5Fb= 
=5Fswap 


VV DM VV VV VV 


mail2web - Check your email from the web at 
http: //mail2web=2Ecom/ =2E 


Message-ID: <0Q0e101c5a121$0bb52220$0200a8c0@Shack> 


From: "“wb6orz" <wb6orz@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Need please" TV-7 Settings for a Drake Tube 

Date: Sun, 14 Aug 2005 15:39:34 -0700 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_00DE_01C5A0E6.5EFBA700" 


This is a multi-part message in MIME format. 


sSiSecs =_NextPart_000_00DE_01C5AQE6.5EFBA700 

Content-Type: text/plain; 
charset="Windows-1252" 

Content-Transfer-Encoding: quoted-printable 


Re the 6HS6 (actually two of them) in my R4-A, there are no test = 
settings called out in the TV-7 data Book. Does anyone have these, = 
perhaps developed by others over time. My recent visit to EB5AGV's fine = 
TV-7 site came up short.=20 

Thanks in advance. 

(((((73))))) 

Les 

-- -=3D=3D=3DWB60RZ=3D=3D=3D- - - 

------ = _NextPart_000_00DE_01C5A0E6.5EFBA700 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KKK KK KR KK KKK KK KKK KKK KK 


+ + + + + FH OF 
+ + + + FF HF 


SS ohes =_NextPart_000_00DE_01C5A0E6. 5EFBA700- - 


End of BOATANCHORS Digest 3832 
KAK KKK KK KKK KIKI KIK IKKE KERR 


